FEATURES

• SAFE AND EASY EXIT: SIMPLY PRESS THE LEVER TO UNLOCK AND OPEN THE DOOR
• CONCEALED SCREW MOUNTING
• HIGH-RISE CONDO APPLICATIONS
• ADA COMPLIANT
• 2-1 SQUARE MORTISE STAINLESS STEEL LATCH
• HIGH TENSILE STEEL ANTI-SAW PIN
• MEETS UL 3-HOUR FIRE RATING STANDARDS
• MEETS ALL ANSI/BHMA 156.2 GRADE 3 STANDARDS, INCLUDING 200,000 CYCLE PERFORMANCE TESTING
• EASY TO INSTALL – USES EXISTING 2-1/8” BORE PREP; NO EXTRA DRILLING REQUIRED
• FITS DOORS 1-3/8” TO 1-3/4” THICK
• HIGH-SECURITY STRIKE AS STANDARD FOR DEADBOLT FUNCTION 1-1/8” x 2-3/4”
• 1-3/4” x 2-1/4” FULL LIP RADIUS CORNER “D” STRIKE AS STANDARD FOR PASSAGE FUNCTION
• SC1 6 PIN CYLINDER KEYING
• RE-KEYABLE AND CONSTRUCTION KEYABLE
• LIFETIME MECHANICAL WARRANTY, 5-YEAR FINISH WARRANTY
OPTIONS THAT MAY BE ADDED TO INTERCONNECTED LOCKS

- Decorative exterior escutcheon trim plates available as optional upgrade.
- For 3-hour UL applications, or where metal door frames are specified, the ASA strike must also be ordered (item #: 33-SS9109)
- Please contact your Taymor representative for specialty keying options such as keyed alike or keyed different requirements or several variations of master and construction keying.

<table>
<thead>
<tr>
<th>INTERCONNECTED DEADBOLT LOCK - BUILDER PACK</th>
<th>SATIN NICKEL</th>
<th>CASE PACK</th>
</tr>
</thead>
<tbody>
<tr>
<td>INTERCONNECTED DEADBOLT/CALAIS LEVER - ENTRY - KD - 3HR - UL 2-1</td>
<td>33-INT4286UL</td>
<td>6</td>
</tr>
<tr>
<td>INTERCONNECTED DEADBOLT/CALAIS LEVER - PASSAGE - KD - 3HR - UL 2-1</td>
<td>33-INT4285UL</td>
<td>6</td>
</tr>
</tbody>
</table>